
Raise an alarm discreetly 
when threatened

Key features

•	 Discreet alarm activation

•	 Compact, waterproof design

•	 Long-life, replaceable battery

•	 One or two buttons with embossed finish for improved 
tactility and configurable events

•	 Two alarm LEDs with configurable color and intensity

•	 Feedback with optional vibration

•	 Powerful audible alarm with configurable sound patterns

•	 Status messages with configurable interval

•	 Over-the-air programming of device configuration

•	 Mode for checking network coverage (RSSI signal strength)

•	 Continuous connection monitoring

•	 Simple, flexible mounting/placement

•	 Accessories (housing)

mioty® Button m.BUTTON

Discreet, compact, and wireless—the mioty® Button enables em-
ployees (e.g., in government agencies) to silently call for help in 
threatening situations at work with a simple and intuitive push of 
a button. Whether placed inconspicuously under a desk or worn 
on the body, the m.BUTTON sends the alarm wirelessly, quickly, 
and discreetly via mioty® to the base station, which is directly 
connected to the Swissphone alerting solution. The confirmed 
message automatically initiates the rescue chain:  colleagues, 
security personnel, or emergency services are immediately and 
reliably alerted via the solution`s various communication channels.
 
Mioty® is the most robust and reliable LPWAN (Low Power Wide 
Area Network) radio technology on the market. It uses a standar-
dized telegram splitting method to achieve high interference im-
munity from other radio sources in the license-free  
frequency band. Mioty® has a long range and high building pene-
tration. In addition to minimal energy consumption, the technolo-
gy is also suitable for mobile applications. For the user, this means 
maximum future-proofing that will last in the long term.
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mioty® Button m.BUTTON
Model m.BUTTON Performance features B35 B40

Inputs Button primary • •

Button secondary •

Magnetic switch • •

Outputs LED primary • •

LED secondary • •

Vibration • •

Notification sounds/siren alert • •

Increased volume •  

Item no. 0800301 0800302

Performance features Technical data

Main features Triggers •	 One or two buttons for triggering events can be individually configured
•	 Magnetic switch for presence detection or movement signaling and alarms

Signaling and alarms •	 Vibration to confirm messages
•	 Two alarm LEDs with configurable color and intensity
•	 Acoustic notification upon acknowledgment and siren activation

Messages •	 Confirmed/unconfirmed event messages
•	 Status messages with configurable interval

Supported functions •	 Opto-acoustic battery replacement warning
•	 Network test with color-coded signal strength display (RSSI) 

mioty® Radio Communication protocol mioty® / ETSI TS 103 357 V2.1.1

Profiles EU868A / TS-UNB EU1, Class Z, A

Payload protocol Binary, blueprint

Frequency band 868 MHz SRD

RF power output <14 dBm ERP max / typ. +12 dBm 3D EIRP avg.

RF sensitivity	  typ. <-127 dBm 3D TIS avg. @ 10% PER  	

Duty cycle limit 1% (36 s/h) 

Power management Battery type 2x AAA L92 lithium primary cell (Li/FeS2)

Capacity 2x 1.5 / 1200 mAh	

Longevity over 10 years (3 status + 1 event message per day with default configuration

Interfaces mioty® over-the-air configuration

Serial UART for key-refresh / configuration / firmware-upgrade  (with open housing only)

Acoustics Volume typ. >95 dB(A) @ 2800-3400 Hz (B40) 
typ. >85 dB(A) @ 2800-3400 Hz (B35)

Housing Dimensions (H x W x D) 90.00 x 44.16 x 21.70 mm

Weight (incl. batteries) 64 g

Material & color Black, ABS/TPE

Protection IP67

Environmental condition Temperature -20°C to+55°C	

Humidity range 0% to 100% rel.

Standards, compliance Compliance	 CE
Mioty alliance EP CVT certified	

Guidelines and standards RED 2014/53/EU (Radio Equipment Directive)
RoHS Recast Directive 2011/65/E
WEEE Directive 2012/19/EU
Please refer to the Declaration of Conformity for details on the standards

Accessories Mounting aids •	 Click holder for screw/tape mounting
•	 Magnet for activating the magnetic switch
•	 Enclosure with/without glass pane/protection cover

Carrying aids Lanyard 36 cm
Technical specifications are subject to change without prior notice.


